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Key Features: 

 Temperature range: 5℃-50℃ (the temperature setting value should be 2 ℃ higher than the ambient 
temperature) 

 Diameter of radiation surface: ≥83mm  

 Emissivity: ≥0.95±0.02 
 Temperature control stability: ≤±0.3℃/30min 

 Temperature resolution: 0.01 ℃ 

 Temperature measurement accuracy: Better than ± 0.3 ℃ (when the set temperature is 36℃) 
 Uniformity of temperature control: ≤ ± 0.2 ℃ 

 Operating environment temperature: 0℃-30℃,≤80%RH without condensation and frosting 

 Overall dimensions (length × width × height):175mm × 120mm × 104 mm 
 Weight: 2kg 

 Power supply: 100-240V AC,40W 
 

Product Description: 

GM-01A blackbody radiation source is a special equipment for temperature calibration independently developed 

and produced by our company. Mainly used for calibration of radiation temperature. The temperature of the meter, 

infrared thermometer, radiation temperature sensing detector and infrared body surface screening equipment. 

GM-01A black body radiation source, adopting the temperature control system mainly researched and developed 

by our company, supporting new surface source materials The emissivity can reach 0.95, which is the best product 

for calibrating infrared temperature measuring equipment.be applied in multiple scenarios, such as buildings, 

business, financial industries and other important areas.                              
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Product installation 
 

Generally, the tripod is used as the support of the product. Remove the fixed plate on the tripod and 

use bolts and screw holes on the bottom of the main engine. Connect and then connect to the tripod. 

See the following figure and tripod instructions for details. 

 

 

 
 

 
 
 
      
 
 
 
 
 
 
 
 
 
 

 

 

3.Mounted tripod 

2.Insert the power cord into the black host 1.Fixed plate and host fixed 

Set key Select Key 

Data increase and decrease keys 

Set temperature 

Actual temperature 


